Accessories

Flanged Relief Valve Openings Threaded Relief Valve Openings
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END CONNECTION LAJ END CONNECTION J
SIDE CONNECTION
FLANGES MATCH 125 LB. ALL CONNECTIONS ARE
ANSI DIAMETER AND DRILLING SIDE CONNECTION FEMALE NPT.
END CONNECTION |SIDE CONNECTION END/SIDE CONNECTION
PART NO. PART NO. A J WT. PART NO. A J WT.
A24-101 A24-107 4 4 10 A24-114 1 1 I
A24-102 A24-108 5 4 12 A24-115 1k 1 /3
A24-103 A24-109 6 4 14 A24-116 2 1 A
A24-104 A24-110 8 4 18 A24-117 2k 1k 1
A24-105 A24-111 10 4 30 A24-118 3 1 15
A24-106 A24-112 12 4 40 A24-119 4 198 115
Weather Hoods Rain Caps
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NOMINAL PIPE “A” INSIDE
PART NO. B S w WT. PART NO. SIZE DIAMETER * WT.
A34-120 14 91h 12 14 A23-102 11 1 31/3 )
A34-121 16 15V 18 25 A23-103 2 2 7he %
A34-122 18 15 18 29 A23-104 2 2 15/14 Ya
A34-123 20 174 2014 37 A23-106 3 3 %6 1
A34-124 22 174 21 40 A23-105 31 4 1)1 11
A34-125 24 18 22 46 A23-107 4 4 %he 1,
A34-126 26 24 28 62 A23-108 5 5 5 13
A34-127 30 24 29 73 A23-109 6 61116 6
A34-128 36 24 30 119 A23-110 8 811/14 9
A34-129 42 30 37 163
A34-130 48 36 A4 211 * “A” Inside Diameter is V16" larger in I.D. than standard pipe
A34-131 54 48 56 291 OUTSIDE DIAMETER.
A34-132 60 48 57 400 Rain caps are installed by means of a self-contained clamp and are intended to

eliminate entrance of rain and other elements. Each rain cap is supplied with an
adjustable counterbalance for automatic operation. Exhaust flow is unrestricted
with a rain cap installation.
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